
Development of UAM Vehicle in Hanwha

Sehwan Park 

Hanwha Systems

Feb 10, 2023 

Yeosu, Korea

KoreaïJapan Joint Workshop on Rotorcraft 



UAM eVTOL Vehicles

Vectored Thrust

Lift-plus-Cruise

Wingless



Butterfly 

HanwhaïOverair Joint Development

ÅPayload: 1 pilot + 5 pax (1,100 lb)

ÅRange: 100+ mile

ÅSpeed: max cruise 200 mph, cruise 150 mph

ÅNoise: 55 dBA (hover @ 100m), 30 dBA (cruise @ 500m)



Butterfly | Design Philosophy

Design Goal: Fly Longer, Faster, Safe and Quiet with Lower Cost

Low Disk Loading

Tilt Rotor

Multiple Rotors

Optimum Rotor Speed

Advanced Composite Material

Low Tip Speed

Advanced Rotor Blade Shape

Redundancy

Fly-by-Wire (SVO)

Individual Blade Control

Flight Efficiency

Distributed Electric Propulsion

Quietness

Safety / Survivability



Butterfly | Flight Efficiency in Hover and Cruise

Maximum Hover and Cruise Efficiency is Required

Rotor Start

Spool-Up

Ground eTaxi

Entry into HOGE @ VROC

HOGE @ VROC
Entry into HOGE

HOGE

Entry into Transition

Transition + Climb

Entry into Depature

Departure Terminal Procedures

Entry into Accel + Climb

Accel + Climb

Entry into Cruise

Entry into Decel + Descend

Decel + Descend

Entry into Arrival

Arrival Terminal Procedures

Entry into Transition

Transition + Descend

Entry into HOGE

HOGE
Entry into HOGE + VROD

HOGE @ VROD

Rotor Slowdown

Ground eTaxi

Spool-Down

Rotor Shutdown
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Sample Flight Power Profile of Vectored Thrust Vehicle
(Uber Short Mission)

Cruise

Use High Specific Energy Battery

& Minimize Cruise Power Required

Minimize Hover Power to Limit Battery C rate



Butterfly | Optimum Speed Propulsion System



Butterfly | Safety

Safe Rotor Placement

Cabin Space Separation
Remote Battery Placement

Flight Envelop Protection

Redundant Mechanical System



Butterfly | Timelines


